
T

EXISTING THERMOSTAT TO BE RELOCATED
ONTO NEW WALL

T

REMOVE EXISTING EWC
& ASSOCIATED PIPING

REROUTE EXISTING 3
4" & 1 12" COPPER

WATER PIPES OUTSIDE ELEVATOR
MACHINE ROOM

ACD AND FAN CONTROLLED
BY THERMOSTAT

NEW 12x12 MACHINE
ROOM VENT

2 HOUR ACD

T
UP TO FAN
SET AT 80°

ZAM

UP TO FAN AND ACD

2 SF - 50% FREE AREA LOUVER
BY GENERAL CONTRACTOR

2 HOUR RATED
DUCTWORK 750 CFM INLINE BELT FAN SIMILAR TO COOK 90QMX. PROVIDE

WITH DISCONNECTS IF REQUIRED THEY SHALL BE NON-FUSED
TYPE.  FAN SHALL BE UL-1L81 SMOKE CONTROL RATED,
PROVIDE HEAT SHIELD, BELT TUNNEL, ISOLATION RAILS AND BE
ON EMERGENCY POWER.

MECHANICAL NOTES:

1. MOUNT DUCT IN NEW 2 HOUR RATED ENCLOSURE FROM EMR TO SHAFT

2. THE DAMPERS SHALL BE CLOSED AND THE FAN SHALL BE OFF UNDER NORMAL
CONDITIONS. ON TEMPERATURE REACHING 80°F OR ZAM IN ALARM CONDITION, ACD'S
SHALL OPEN AND FAN START.

3. ACD DAMPERS SHALL BE BY RUSKIN, TAMCO OR POTTORFF

4. MOUNT MOTOR STARTER IN THE EMR ON THE WALL

5. FAN SHALL START/ STOP THRU A SIGNAL FROM THE ZAM

DOWN TO ZAM

ACD
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X

X

EWC

1 X

X

X

X

X X X X

X

X X XX

X X

XX
X

X

X

XMXM
BB

X

DISCONNECT AND
MAKE SAFE WIRING
IN RECESSED EXIT SIGN

XN

S

XM XM
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ELECTRICAL FIRST FLOOR DEMOLITION PLAN
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1/4"=1'-0"3



a
(XR)

(XR)

a

B

EXTEND EXISTING SWITCHED CIRCUIT
TO REFURBISHED (REWIRES, NEW
SOCKET AND LAMP) LIGHT FIXTURE.

c

A

d

A a

A

a

A

c

A

c

A

b

A

b

A

a

d

c

b

FOR FUTURE SUMP PUMP

FIRE ALARM ZAMS

ELEVATOR POWER AND
LIGHTING FUSED DISCONNECTS

F

1

A A

ZAM FOR ACD AND FAN

ALL ELECTRICAL ITEMS TO BE
INSTALLED TOP OF SHAFT -
REFER TO ELEVATOR SHOP
DRAWINGS

20A-1P
(EMERGENCY)

(XM) (XM)

C

EXTEND EXISTING SWITCHED CIRCUIT
TO REFURBISHED (REWIRES, NEW
SOCKET AND LAMP) LIGHT FIXTURE.

a

a

GENERAL NOTES:

1. PROVIDE WIRING FOR ELEVATOR CAB LIGHTING TO ELEVATOR
CONTROLLER.

2. PROVIDE FOR ELEVATOR POWER TO ELEVATOR CONTROLLER AND
FROM ELEVATOR CONTROLLER TO ELEVATOR MOTOR.

3. COORDINATE EXACT LOCATION OF ALL ELECTRICAL EQUIPMENT IN THE
ELEVATOR PIT. MACHINE ROOM AND TOP OF SHAFT WITH ELEVATOR
CONTRACTOR.

4. FIXTURE TYPE "A" SHALL BE ENCLOSED AND GASKETED FIBERGLASS 4
FT. 2 LAMP 32W T8 FLUORESCENT WITH ELECTRONIC PROGRAMMED
START BALLAST WITH LESS THAN 10% THD AND INDIVIDUAL FUSING:
COLUMBIA #LUN 4232 EPUDR GLR OR APPROVED EQUAL.

5. PROVIDE FIRESTOPPING FOR ALL NEW AND EXISTING WALL
PENETRATIONS IN ALL ROOMS INDICATING NEW WORK IN THIS
CONTRACT.

6. PROVIDE TELEPHONE OUTLET.

FIRE ALARM NOTES:

1. PROVIDE FIRE ALARM ZAMS AND PROGRAMMING FOR "ELEVATOR
RECALL" AND "ELEVATOR ALTERNATE FLOOR RECALL".

2. PROVIDE ZAM AND WIRE TO ELEVATOR CONTROLLER TO OPERATE
"FIREFIGHTERS HAT" IF ELEVATOR MACHINE ROOM SMOKE
DETECTORS ARE IN ALARM.

3. PROVIDE ZAM TO OPERATE ELEVATOR VENT AUTOMATIC CONTROL
DAMPERS (ACD) AND ELEVATOR EXHAUST FAN AT TOP OF SHAFT.

4. PROVIDE NEW FIRE ALARM VISUAL DEVICE IN ELEVATOR M/C ROOM.

5. PRETEST AND FINAL TESTING OF FIRE ALARM ELEVATOR INTERFACES
TO SATISFACTION OF LOCAL AUTHORITIES HAVING JURISDICTION
(AHJ'S).

HEAVY DUTY DISCONNECT SWITCH

HEAVY DUTY FUSED DISCONNECT SWITCH

MANUAL PULL STATION

AREA SMOKE DETECTOR, CEILING MOUNTED
"E" INDICATED ELEVATOR RECALL

FIRE ALARM SPEAKER; WALL MOUNTED

FIRE ALARM ZAM

(X) EXISTING ITEM TO BE REMOVED AND CIRCUIT PULLED BACK
TO NEXT ACTIVE OUTLET OR BACK TO PANEL.
EXISTING ITEM TO BE REMOVED AND NEW ITEM AS
SPECIFIED INSTALLED ON EXISTING OUTLET, RECONNECT
TO EXISTING CIRCUIT

(XN)

(XR) EXISTING ITEM TO BE REMOVED AND RELOCATED.

DUPLEX RECEPTACLE OUTLET: 125V; WALL MOUNTED

DUPLEX RECEPTACLE OUTLET: 125V, GROUND FAULT
INTERRUPTER; WALL MOUNTED
DOUBLE DUPLEX RECEPTACLE OUTLET: 125V; WALL
MOUNTED

ELECTRICAL LEGEND

LIGHTING FIXTURE; CEILING MOUNTED

LIGHTING FIXTURE; WALL MOUNTED

LIGHTING FIXTURE, SIZE APPROXIMATELY AS SHOWN;
CEILING MOUNTED
EXIT SIGN; ARROWS AS SHOWN, ILLUMINATED FACE AS
INDICATED BY SHADING; WALL MOUNTED

EXIT SIGN; ARROWS AS SHOWN, ILLUMINATED FACE AS
INDICATED BY SHADING; CEILING MOUNTED
EMERGENCY BATTERY UNIT (EBU) QUANTITY OF HEADS
AS INDICATED

ARROW SIGNIFIES BREAKER SIZE AND HOMERUN TO
PANEL NOTED. REFER TO WIRING SCHEDULE FOR
CORRESPONDING WIRE SIZE. (IE: 3/4" 4#10 & 1#10 GND)

(XM) EXISTING ITEM TO BE REMOVED, WIRING PROTECTED AND
ITEM REINSTALLED IN EXISTING LOCATION.

(30A-3P)

R21A-1,3,5

a = LOWER CASE INDICATES SWITCH CONTROL

TELDATA OUTLET

SINGLE POLE SWITCH
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SEE DRAWINGS ED1 AND
E1 FOR ELEVATOR INSTALLATION

LOCATION OF LOCAL 120/208V
LOAD CENTER FOR 120V BRANCH
CIRCUIT FOR ELEVATOR INSTALLATION.
PROVIDE 6-20A-1P SUB-PANELS AND
BREAKERS FOR ELEVATOR AUXILIARY
SUPPLIES (RECEPTACLES, LIGHTING,
FAN, ETC.)

LOCATION OF EXISTING
NOTIFIER FIRE ALARM PANEL

LOCATION OF EXISTING
1200 AMP 120/208V
3 PHASE 4 WIRE 60 HZ
GROUNDED MAIN SWITCHBOARD

3#4/0, 1#6 GND. - 2" C.
EXISTING 1200A

SWITCHBOARD

RISER DIAGRAM

INSTALL NEW 200A-3P - 65 KAIC
CIRCUIT BREAKER IN EXISTING
SWITCHBOARD

LOCATE DISCONNECT AT TOP
OF SHAFT OR AS DIRECTED
BY ELEVATOR CONTRACTOR

200A-3P FUSED DISCONNECT SWITCHED
WITH 2 FORM C AUXILIARY CONTACTS
FOR USE BY ELEVATOR CONTRACTOR.

LOCATION OF NEW ELEVATOR

REVISION/DATE

DATE:

CHECKED BY:
DRAWN BY:

10-09-13

 O
ct 

29
, 2

01
3 -

 7:
59

am
  P

:\B
13

\B
13

10
42

00
00

_N
ew

ton
_C

ity
_H

all
_W

ar
_M

em
or

ial
_E

lev
ato

r\C
AD

\E
LE

C\
SH

EE
TS

\31
04

2_
E0

0.d
wg

  U
se

r: 
us

db
03

93
3

SCALE: 1/4" = 1' - 0"

GRAPHIC SCALE
4' 2' 0 4' 8' 12'

DB PW


